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U.S. Patent Numbers: 6,996,943 7,053,300 7,189,928 8,371,465

HBB, HBBC & HBBC1 HEADER BOX BRACKETS

BUILT FOR ELECTRICIANS BY ELECTRICIANS

Rough-in Ready Header Box Brackets. These brackets are designed for Armored cable (12-2 up to 10-4 in
most cases) and Conduit Either ¥2”and %4” or 1”) to provide support near the Junction Box. The brackets
have fold out tabs that allow for a variety of mounting options and various holes that line up with the
Junction box to allow for wall, bar joist, or beam clamp mounting. Also, they can be stacked in an “X”
pattern to provide support for all sides of the Junction Box.
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PART NUMBER DISCRIPTION CASE QTY
MC CABLE HEADER BOX BRACKET. THIS BRACKET WILL SUPPORT UP TO 6 MC CABLES (12-2 THRU 10-4) WITH ONE BRACKET OR CAN BE
HBB CONFIGURED INTO A CROS5 WITH TWO BRACKETS AND SUPPORT 12 MC CABLES. THIS BRACKET HAS MANY MOUNTING OPTIONS. 50
CONDUIT HEADER BOX BRACKET. THIS BRACKET WILL SUPPORT UP TO 6 CONDUITS (1/2" AND 3,/4") WITH ONE BRACKET OR CAN BE
HEBC CONFIGURED INTO A CROSS5 WITH TWO BRACKETS AND SUPPORT 12 CONDUITS. THIS BRACKET HAS MANY MOUNTING OPTIONS. 50
CONDUIT HEADER BOX BRACKET. THIS BRACKET WILL SUPPORT UP TO 4 CONDUITS (1") WITH ONE BRACKET OR CAN BE CONFIGURED INTO A
HEBBC1 CROSS WITH TWO BRACKETS AND SUPPORT 8 CONDUITS. THIS BRACKET HAS MANY MOUNTING OPTIONS. 50

1-800-286-9601
WWW.ROUGHINREADY.COM

Rough-in Ready® is a division of Denier Electric Co., Inc.




